
LUMAIRE
TEXTILE

Manufacturer
Product name
Main material
Thickness
Luminous efficiency
Colour temperature
IP rating
Maximum size
Lifetime
Warranty
Operating temperature

Power supply
Working voltage
Input voltage

Leddex
Lumaire Textile

Clear acrylic (PMMA)
23 mm 

 up to 160lm/W
3000K 4000K 5000K 6500 K     

IP 40
2450x1250 mm
> 50,000 hours

3years
-30°C ~ + 40°C

AC / DC 12V / 24V / CC Adaptor
DC 12V / DC 24V / DC CC

AC 100 ~ 240V 50/60Hz

TECHNICAL SPECIFICATIONS

Ÿ Thickness is just 23m   m
Ÿ Brightness up to 11000lx on the surface depending on size
Ÿ Single sided
Ÿ Low power consumption
Ÿ Wide application posibilities, from interior design to signage
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VISUAL SIZE

23 mm

VISUAL APPEARANCE 
Single sided

EASY PRINT CHANGE

PACKAGE INCLUDES

1x Power supply

OPTIONAL ACCESSORIES
Cable installation kit

+

Lumaire Textile solution is illuminated textile frame in only 
23mm thickness. Easy to change printed textile fabrics and 
high flexibility makes it suitable for shops, restaurants, 
showrooms and etc. 
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